@ 5400-E & -ES Quick Start

INTRODUCTION

The Artisan Controls Mod&8400-E and5400ES event and bell controllers provide a modern graphical uger
Ay (dSNFI QS5 dighanal coloil display and includes two relay contact outpti® DC outputs for
driving solid state relayswo switch inputs and a USB port for importing and exporting the controller
configurations The5400-ES uses the two DC output to drive additional relays

Both controllers are capable of creating and managing both bell event schedules and state change eve
schedules or a combination of the twA bell event tells the controller to turn an output on for a period o
time, say5 seconds to ring a school hel state change event tells the controller to turn an output on or off
and that output stays in that state until another programmed event tells the controller something different
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MAIN SCREEN

Main Menu
Button

Current
Time

The main screen of the controller
indicates the current time and datéhe Current _
state of the four outputsfunction flags Date 9 - 3 2 a
that indicate whether the controller is -
running the output schedule$ias
security enabled for accessing the
controller schedules and configuratipn ouT1 OouT2 Firmware
and whether holidays and Daylight Version

SavinggV1.07 and abovéare enabled OUT3 OUT4
and active

Function
Qutput Flags

Buttons

Wednesday January 4, 2019

SET THE TIME AND DATE

The first task is to set the time and date to your current values

To update the time antbr date simply touch either the time or [EEEEUEEEE
date on the main screen as shown to the right

OouUT1
This opens up the Set DakeTime window below from which
you can set the day of the weghe hour. Minute, am or pm ouT?
and the month day, and year

To change any iterfother than the ampm) simply touch and Set Date & Time
release the button for that item and it is highlighted in green

The window to the right shows the hours being highlightieal Saturday
change the value touch the plus or minus buttons on the right
side and the value in the highlighted button will change 12 | |am
accordingly e
_ _ November
To change the am to pm and vice versa simply touch the
button and it toggles back and forth 12 2015
To exit without changing press the red X in the upper right hand cotoesave the new values !
press thgSAVEbutton. The system save the new values and return to the main screen }
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MAIN MENU

To access the event schedules and other features you ta - am
the [M] button (for Menu) in the upper right hand corner o

the screen as shown u

\
This opens up the Main Menu window from which you wi Wednesday January 4, 2019

create your output schedules and manage any of the oth
configurations in the controller OUT1 OUT2

ouT3 ouT4

MAIN MENU BUTTONS

[Schedule}=Edit copy, and delete output schedules Main Menu
[Holidayg = Configure and enable holidays

[Daylight ST=Configure and enable Daylight Savings
Time. . _ Holidays
[Configurg = Set security code and enaltisable
security, configure switch input functionsand set the
output channel names UsSB
[USB =Use a USB flash drive to save or read output ‘
schedules and controller configuratians

[Systenj =Test controller inputs and outputseset back
to factory defaults

This Quick Start manual will only be concerned with setting the output schedddeshe
20KSNJ FSFGdiNBa LI SIFaS NBFSNI G2 (GKS: Fd ¢

5400-E-ES User Manual
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SCHEDULES

The5400E and5400-ES hav the capacity for storing upita8 Schedules

events Events can be created for any output and all the events

for an output is called a schedule Using 32 of 128 events

To start working with the output schedules press {Behedule$
button on the Main MenuThat will open the Schedules window
as shown to the rightThen press th¢Edit Schedulelhutton to
open the next window as shown on the bottom of this page

Important Features

1. Any number of thel28 available events can be used for an output schegihlere are no limitations

2. Each event can be configured to be activeaoy or all of the days of the week

3. The eventglo not have to be entered in sequenitee controller automatically sorts them into proper
time order for each output

4. The output events and system configurations are saved invadatiie memory which will retain your
settings for up tdlOyears with no power_osing power to the controller will not affect the schedyles
it will only affect the current time and date and only if power is off for more thaays

NOTEWAhen saving or deleting events and schedules the controller will chirp twice to indicate that you
changes have been saved to the natatiie memoryA long beep indicates that it was not saved and
should be tried again

Press thdEdit Schedulgbutton to begin with the screen beloMhen press the button for the output
schedule you want to editn this case we will be editing output OQUT

Schedule to Edit
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CREATING A SCHEDULE

Once you select the output to edit its schedule is displayed i OUT1 Events
the window to the rightWhen a controller is new from the |—
factory its schedules have no evenidl the events are

sorted and shown in sequengthe up and down arrows
allow you to scroll page by page through all the events
Touching an event will highlight it with red text on a white |ﬁ
background

Add | Edit | Copy/| Del

[Add] =Create a new event and add it to the schedule
[Edif] = Edit the highlighted event

[Copy =Copies the highlighted event to a new event
[Dell =Deletes the highlighted event

The[ON] button indicates that this output schedule is activie@uching this button disables the schedule
the button turns black and the text changes[©FF. Touching the button again renables the scheduje
the button turns green and the text changes|[tol].

Touching thdAdd, [Edif], or [Copy} buttons displays the event editing window

Toggle
am/pm
Event Day of the week
minute 0 U T1 Event buttons
Event
hour S Increase or
decrease the
Output hour, minute, or

state (ON/OFF) event duration

Event Toggle duration
duration seconds/minutes
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CREATING A BELL SCHEDULE

A bell schedule will close the output contacts for a short duration each

time the event instructs it toAs an example we will create a bell

schedule which closes the OUdontact for5 seconds/ minutes !
/

OUT1 Events

[A]

before the hours and again f&seconds on the houiThe schedule
starts at7:53am. b I—
From the blank schedule windgpress thgAdd button as shown to

the right, this opens the new event editing window id || Edit |Copy|| Del

Touch the hour buttorj12] to highlight it and touch th¢+] button 7

times to set the value t@. OUT1 Event
Touch the minute buttof00] and touch theg-] button 7 times to set
it to [53). S

Touch the duration buttorjO] to the right of the largdON button and
press the+] 5times to set it to5.

Days If necessarytouch the day buttons across the top to ensure that
the event will occur on Monday through Friday

Press thgSAVEbutton and the controller will chirp twice indicating
that the event has been saved

OUT1 Events
The controller returns to the OUWTschedule window and you will see

the event you have created as shown to the right 7:53am, ON, 5s, -MTWTF-

Touch thgfAdd button again to load another new event window
Similar to the first eventet the hours t®:00, the duration to5
secondsand enable it for Monday through Fridaihen you save it
the controller returns back to event list as shown Edit | Copy| Del

OUT1 Event

OUT1 Events
S S

00 am

7:53am, ON, 5s, -MTWTF-
8:00am, ON, 5s, -MTWTF-

+

5

Add || Edit |Copy| Del
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CREATING A BELL SCHEROhOt

Now, to create the other events we will use the event copy
feature. Touch the7:53 am event to highlight it and touch the 7:53am, ON, 5s, -MTWTF-
[Copy button. This copies that event to a new gremply :B0am, ON, 5s, -MTWTF-
touch the hourq7] button, press the[+] button to change it to '
[8], then touch[Savé.

OUT1 Events

[v]

OUT1 Event

Add || Edit | C@y | Del
S

Now the schedule window shows this new event
created for8:53 am, 5 seconds duration

OUT1 Events

. . 7:53am, ON, 5s, -MTWTF-
Touch the8:00 am event to highlight it and touch thi€ opy gg0am, ON, 5s, -MTWTF-

button. This copies that event to a new grsemply touch the sl 3am, O -MTWTEF-
hours[8] button, press the[+] button to change it td9], then
touch [Savé.

OUT1 Event

Add | Edit | Copy| Del

s S
Now the schedule window shows this new event

00 am + created for9:00 am, 5 seconds duration

0

OUT1 Events

7:53am, ON, 5s, -MTWTF-
8:00am, ON, 5s, -MTWTF-
8:53am, ON, 5s, -MTWTF-
Repeat this pattern for all the other events as 9:00am, ON, 5s, -MTWTF-
needed to quickly complete your daily bell

schedule

[v]

Add || Edit ||Copy|| Del
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CREATING A STATE CHANGE SCHEDULE
A state change schedule is used to control things like elevdigings

OUT1 Events

or electronic doors which need to be turned on at one time and then |
turned off at a time far into the day

This example wil be to schedule an elevator to be available @ / '

am to 8:00 pm only during the week ) Iﬁ

From the empty schedule window press tl#&d button and a new
event window appearslouch the[12] hours button and then touch
the [+] 7 times to set it to[7]. The duration is left aft0] which will turn
the output on and leave it an

gid || Edit |Copy || Del

OUT1 Event

Once you press tH&AV Ebutton the schedule
window show OUTI'being turned on a7:00 am.

OUT1 Events

7:00am, ON, -MTWTF- |

Press thgAdd button and another new event window appears v Iﬁ
Touch thg[12] hours button and then touch thgt] 8 times to set it to
[8]. Then touch thgON button to change it tJOFF, and touch the Add || Edit |Copy|| Del
[am] button to change it tdpm]

Once you press tH&AV Ebutton the schedule
OUT1 Event window shows OUlbeing turned on a7:00 am
s s and turned off aB:00 pm

00 | |pm .

This state change event schedule is now complete Add || Edit || Copy | Del

OUT1 Events

7:00am, ON, -MTWTF- |
8:00pm, OFF, -MTWTF-

[v]
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5400-E Power Wiring

To connect your wiring to thB400-E connectors
FANRG &dNRL s press ABnalli
() screwdriver into the slot as shown to open the

connector, then finally insert the wire and remove
the screwdriver

>~

— ) 4 4

VAC /

INPUT POWER MATING
CONNECTOR WITH WIRES
115 —]

5400-E Typical Wiring, Direct To Bells or To Alarm System. . ........... ... i
The5400-E outputs OUTand OUP are normally open relay contactthere is no power connected to theffhey can switch

any AC or DC power source directlytothe b&lidNJ G KSe& OFy 6S GANBR (2 GKS Wweo{¢Q 2
systems

AC or DC
Bell y

Power / /

Source /
Alarm
System

Controller
V1.08 Paged

Notice: Artisan Controls Corporation assumes no responsibility for customers applications or product @esigrormation and data contained herein is the sole and
exclusive property of Artisan Controls Corporatidny duplicationmisuse or conversion of this information without the express written consent of Artisan Controls
Corporation is illegal and will result in damages including court costs and attomey fees being assessed against tisigingytmsg property

NI

NJ

Artisan Controls Corporationill1Canfield Ave Bldg BL5-18, Randolph NJ 07869
www.artisancontrolscom


http://www.artisancontrols.com

5400-E & -ES Quick Start

/ 5400-FS 170
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INPUT POWER MATING Connect For AC Line
CONNECTOR WITH WIR Synchronization

115 =
VAC ]

5400-ES Typical WiringDirect To Bells or To Alarm System. . ... ... ... .. e

The5400-ES outputs are normally open relay contagh&re is no power connected to thefithey can switch any AC or DC
power source directly tothebell@ NJ 6 KS& OFy 6S 6ANBR (2 (GKS We9{ ¢Q 2NJ W! / ¢L:

®® B®® O®® B ®

AC or DC

Bel | | | | | | ,

Power /

Source * ‘ * i /

® ® ® ® ® ®  ®
L Alarm
System
Controller
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